N5199W
BEFORE START

Passenger Brief
As Reqd

Seats & Belts
Secure
Flaps
Up

Brakes
Test, Park
Radio & Transponder
Off

Fuel Selector
Fullest Tank

START

Master
On

Beacon / strobe
On

Carb Heat
Off

Mixture
Rich

Throttle
1/8

Pump (Fuel Boost)
On...5 psi

Key
Left

Starter
Engage

Key
Both

Oil Pressure
> 60

Ammeter
Charging

Pump (Fuel Boost)
Off

Lights
As Reqd

Radio
On

Transponder
SBY
TAXI

ATIS / AWOS
Receive

Altimeter
Set

Heading Gyro
Set

Brakes
Release

TAKEOFF

Seats, Belts
Secure

Door
Latched

Flight Controls
Free, correct
Flight Instruments
Check / Set
Trim
Neutral

Brakes
Park
Throttle
1800 RPM

   Mags L / R
<200 drop  

   Carb Heat
ON....OFF 

   Engine Gages
In green

   Vacuum
In green
Transponder
ALT

Pump (Fuel Boost)
On

Time
Note

Brakes
Release

CRUISE

Pump (Fuel Boost)
Off

Power 
Set

Mixture
Set
ON ½ HOUR

Fuel Selector
Switch Tanks
Heading Gyro
Set
Altimeter
Set


DESCENT & APPROACH

Seats & Belts
Secure
ATIS / AWOS
Receive

Altimeter
Set

Heading Gyro
Set

Landing & Taxi Lights
On

LANDING

Fuel Selector
Fullest Tank

Pump (Fuel Boost)
On

Carb heat
On

Mixture
Rich

AFTER LANDING

Flaps
Up

Carb Heat
Off

Pump (Fuel Boost)
Off

Landing Light
Off

SHUTDOWN

Brakes
Park
Radio & Transponder
Off

Throttle
1000 RPM

Mixture
Off

Switches
Off

Hobbs
Note

Controls
Locked


PREFLIGHT INSPECTION

Docs (AROW)
Present, Current

Key
Off

Master
On

Circuit Breakers
In

Lights
Test as reqd
Pitot heat
On.......Off

Stall horn
Test

Fuel Gages
Check Qty
Master
Off

R flap
Locked

R aileron
Free, hinges OK

R fuel tank
8GPH as reqd

R fuel vent
Free

R fuel sump
Sample, check

R Tire
Pressure-30, tread

R Brake
No fluid leak

R Strut
>2.5 inch clrnc
R Chock
Remove

Oil qty
> 6 qt

Prop LE
Smooth

Alternator belt
Tight

Nose strut
>2.5 inch clrnc 30psi
Gascolator
Sample, check

L fuel tank
8GPH as reqd

L fuel sump
Sample, check

L fuel vent
Free

L Tire
Pressure-30, tread

L Brake
No fluid leak

L Strut
>2.5 in clrnc
L Chock
Remove

Pitot blade 
Clear, warm
L aileron
Free, hinges OK

L flap
Locked

L static port
Clear

Stabilator
Free

Rudder
Tight (nose wheel)

R static port
Clear

Baggage 
Secure
Baggage Door
Locked
ENGINE FIRE DURING START

Starter
Continue Cranking

>> START

Run
Only a few Seconds

Shutdown
Check Damage

>> NO START

Mixture
Cutoff

Fuel Selector
Off

Starter
Continue Cranking

Master & Mags
Off

SMOKE / ELECTRICAL FIRE

Switches
Off

All Electrical Devices
Off

Cabin Heat, Defrost
Off

Cabin Vents
Open

ENGINE FIRE IN FLIGHT

Throttle
Closed

Mixture
Off

Fuel Selector
Off

Master
Off

Cabin Heat & Air
Off

Airspeed
Increase

POWER LOSS – RESTART 

Airspeed (trim)
85 MPH
Best Landing Spot
Pick (wind?)
Checklist:

  Fuel Selector
Switch Tanks?

  Master
On

  Pump (Fuel Boost)
On

  Mags
Both
  Carb Heat
On

  Mixture
Rich

POWER LOSS – NO TIME FOR RESTART

Airspeed
85 MPH
Best Landing Spot
Pick (wind?)
Checklist:

  Seats & Belts
Secure - Tight

  Door
Unlatch

  Fuel Selector
Off

  Switches
Off

  Mixture
Off

  Flaps
Down

   IF TIME PERMITS

  Declare Emergency
Current / 121.5

  Squawk
7700

  ELT
On

